
Phase	Technology	P3-35	3-Channel	Amplifier/50	watts	per	channel	into	8	ohms

Frequency	Response 10	Hz	–	20	kHz	+0/-.5	dB	@	1	watt	RMS	8	ohms	>.1%	THD
Channels 3
Crossover High	Pass/Low	Pass	120	Hz	@	12	dB/octave
Frequency	EQ +3	dB	Switchable	@	120	Hz,	2	kHz,	8	kHz

Amplifier	Power 2	Channel	–	50	watts	RMS/CH	>1%	@	8	ohms,	55	watts	@	4	ohms	3	Channel	–	35	watts	RMS/CH	>1%	@	8	ohms,
40	watts	@	4	ohms

Gain 34	dB	(8	ohms)
Inputs 10K	Unbalanced	line	input	stereo	analog,	Optical	digital	2	or	3	channel,	RS232	control,	Bluetooth,	External	IR
Max	Current
Consumption	120v Input:	100-240VAC	50/60	Hz,	UL-CUS,	FCC,	CE,	TUV,	SUD,	PSB,	PSE	Output:	32VDC@	3.75A

Dimensions 1.25"	H	x	3.9"	W	x	7.25"	D
Weight .93	lbs.

Protection	Features Soft	Clipping	Short	Circuit	/	Overload	Thermostatic	Variable	Speed	Fan	Cooling	Thermal	Overload	Protection
Transformer	Thermal	Protection	Over-current	Protection


