
Phase	Technology	IW200	SUB	KIT	Dual	8-in	In-Wall	Subwoofer	with	Sealed	Enclosure

Nominal	Impedance 4	Ohms
Frequency	Response	(1) 25	Hz	–	160	Hz
Recommended	Power 350	Watts
Transducer	-	Low	Frequency	Driver (2x)	8″	Mica-Graphite	Polypropylene	w/	NBR	Surround
Colors White
Enclosure	alignment Sealed
Grille	-	material White	Powder-Coated	Galvanized	Magnetic	Micro-Flange	(Paintable)
Height	(SM	=	Height) 1828.8	mm	/	72"
Diameter	(SM	=	Width) 365.8	mm	/	14.4"
Depth 86.36	mm	/	3.4"
Cutout	Height	(Surface	Mount	Height) 520.7	mm	/	20.5"
Cutout	Width/Diameter 222.3	mm	/	8.75"
Mounting	Hole	Diameter Enclosure	mounts	between	16″	on-center	2″	x	4″	studded	wall
Mounting	Depth Enclosure	mounts	between	16″	on-center	2″	x	4″	studded	wall
Weight 27.2	kg	/	60	lbs	(Subwoofer	and	Back	box)
Shipping	Weight 29.5	kg	/	65	lb
Regulatory	-	CE approved
Regulatory	-	RoHS approved


