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The IH-D7711Z is a cutting-edge 7-inch video touch screen indoor unit that works specifically with our
IP outdoor camera stations. These indoor units display video and audio when someone activates the
outdoor station and allows for instant communication with visitors. The indoor intercom units also allow
for the door to be unlocked by simply pressing a button on the touch screen interface. These units
feature group calling and multiple indoor devices can be placed throughout the home or office for ease
of use. The device also supports SD card storage and can record visitor images and video.

9 Color 7-inch TFT LCD touch screen, 800x480 resolution
1 8 wire alarm input

1 Device-to-device calling

1 Snapshot function

91 IP-based

1 SD card storage

1 1 channel 10/100Mbps self-adaptive Ethernet

1 PoE power supply

1 Works with IC Realtime NVRs

1 Supports Z-Wave technology
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Specifications
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Model

| IH-D7711Z (White)

System

Main Processor

Embedded microcontroller

Operating System

Embedded LINUX

Video
Compression H.264
Resolution 800x480
Audio
Input All-direction Microphone
Output Embedded loudspeaker
Two-way Talk Supported
Display
Size | Color 7RTFT LCD
o/l
| Mechanical keys(emergency, protection, video talk, monitoring,
nput
unlock ), Touch screen
Alarm 8 channels
Network TCP/IP 10/100 Mbs adaptive
General
Power 10~15V DC or special switching power

Power Consumption

Standby < 1.6W
Work < 7.1W

Working Environment

14°F ~ 140°F/-10°C ~ 60°C / 10~90%RH

Dimensions (WxDxH)

8.71"x6.07"x0.95" / 221.2mmx154.3mmx24.2mm

Weight

1.76 LB/ 0.8 KG
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