
Gefen	EXT-WHD-1080P-SR-TX	Wireless	Extender	(Transmitter)	for	HDMI	Short	Range
Number	&	location	of	channels:

US	model:	4:	5.19	GHz,	5.230	GHz,	5.755	GHz,	5.795	GHz
EU	model:	2:	5.19	GHz,	5.230	GHz

Maximum	number	of	Senders	to	be	linked:	8
Video	Input	Connector	(Sender):	(1)	HDMI	Type	A,	19-pin,	male
Video	Output	Connector	(Receiver):	(1)	HDMI	Type	A,	19-pin,	female
Power	Connector	(Sender/Receiver):	(1)	USB	Mini-B
Power	Supply	(Sender):	(1)	5V/2A	DC	with	USB	Type-A	connector
Power	Supply	(Receiver):	(1)	5V/2A	DC	with	USB	Type-A	connector
Power	Consumption	(Sender/Receiver):	3W	(max.)	/	6W	(max.)
Operating	Temperature:	+32	to	+104	°F	(0	to	+40	°C	)
Operating	Humidity:	+10	to	+85%,	Relative	Humidity,	non-condensing
Storage	Temperature:	+14	to	+140	°F	(-10	to	+60	°C	)
Storage	Humidity:	+5	to	+90%,	Relative	Humidity,	non-condensing
Dimensions	(W	x	H	x	D):

Sender	Unit	(including	HDMI	connector):
1.2"	x	0.65"	x	3.2"	(30mm	x	16mm	x	80mm)

Receiver	Unit	(feet):
3.8"	x	1.4"	x	3.8"	(95mm	x	35mm	x	95mm)

Net	Unit	Weight:
Sender	Unit:	0.06	lbs	(0.03	kg)
Receiver	Unit:	0.3	lbs	(0.15	kg)

Shipping	Weight:
EXT-WHD-1080P-SR:	1.9	lbs	(0.9	kg)
EXT-WHD-1080P-SR-TX:	0.6	lbs	(0.3	kg)


