
Kramer	VIA-CAMPUS2-PLUS	4K60	Simultaneous	Wired	and	Wireless	Presentation	and
Collaboration	Solution

INPUTS

2	USB	3.0:	On	femal	USB	type–A	connectors
3	USB	2.0:	On	femal	USB	type–A	connectors
1	LAN:	On	an	RJ–45	connector
1	unbalanced	stereo	audio	(line	or	mic):	On	a	3.5mm	jack
1	e–SATA:	On	a	female	e–SATA	connector
1	HDMI:	On	a	female	HDMI	connector

OUTPUTS
1	HDMI:	On	a	female	HDMI	connector
1	DVI:	On	a	female	DVI–I	connector
1	Analog	audio	line	out	(embedded	HDMI):	On	a	3.5mm	jack

VIDEO Max.	Resolution	(for	the	HDMI	Input):	1080p@60Hz
AUDIO Integrated	high	definition	audio	5.1	channel

GENERAL

Processor:	2.9GHz	quad	core,	low	power	consumption
Main	Memory:	4GB,	high	speed
Storage:	60GB,	solid–state	drive
LAN:	Gigabit	LAN	port,	10/100/1000/auto

POWER Source:	19V
Consumption:	4A

ACCESSORIES Included:	Power	adapter,	HDMI	cable	extender	(M	to	F),	DVI	(M)	to	VGA	(F)	adapter


