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EXAMPLE:
VT-EXT mounted 
to back of rack.

1. Determine the placement of the VT-EXT on a vertical rack segment 
of the equipment rack. 

2. Attach the 2 mounting clips to the desired location on the rack.

3. Snap the VT-EXT onto the mounting clips. The VT-EXT can be at-
tached at 2 settings. For a more secure fit, snap the VT-EXT into the 
clips so that the second ridge on the VT-EXT are secuing the unit by 
applying more presure when snapping in the VT-EXT.
 
4. Turn off any equipment before plugging into the VT-EX and plug in 
the connected equipment to the VT-EXT.

5. Turn on connected equipment one piece of equipment at a time.

DIN-00024-A

Safety Instructions - Rack Mount

A) Elevated Operating Ambient - If installed in a closed or multi-unit rack assembly, the operating ambient 
temperature of the rack environment may be greater than room ambient. Therefore, consideration should 
be given to installing the equipment in an environment compatible with the maximum ambient temperature 
(Tma) specified by the manufacturer.

B) Reduced Air Flow - Installation of the equipment in a rack should be such that the amount of air flow 
required for safe operation of the equipment is not compromised.

C) Mechanical Loading - Mounting of the equipment in the rack should be such that a hazardous condition is 
not achieved due to uneven mechanical loading.

Caution: The input plug of this Power Distribution Unit is intended to serve as the disconnect device, it shall 
be easily accessible.

Panamax/Furman VT-EXT Limited 1 Year Product Warranty
Panamax/Furman warrants to the purchaser of this Panamax/Furman VT-
EXT product, for a period of one (1) year from the date of purchase, that 
the unit shall be free of defects in design, material or workmanship, and 
Panamax/Furman will repair or replace any defective unit.

www.panamax.com www.furmansound.com
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BOLT

METAL SNAP ON CLIP

PLASTIC BOTTOM WASHER 

NUT - METAL RECTANGULAR

PLASTIC TOP WASHER

RACK

NOTE: PLASTIC TOP AND BOTTOM WASHERS
ARE PRE-ASSMBLED WITH THE METAL CLIP.

VT-EXT      

SNAP ON CLIP

BOTTOM WASHER - PLASTIC

NUT - METAL RECTANGULAR

BOLT

TOP WASHER - PLASTIC

CIRCUIT BREAKER

POWER CORD

AC OUTLETS

RACK

VT-EXT MOUNTING INSTRUCTIONS

V
E

R
TE

X

M
A

IN
 

P
O

W
E
R

 

1
2
0
 V

A
C

/1
2
A

  

12 AM
P 

CIRCUIT 

BREAKER      

FIRST 
RIDGE
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Specifications
• Electrical Rating: 12A, 125V, 50/60Hz  • 8 Outlet Power Distributor
• 18 in. Length Aluminum Housing
• 10 ft. Detachable Power Cord + NEMA5-15P + Retention Clip
• 12A Circuit Breaker (no surge protection) • UL LISTED  • Weight: 0.78 lb.

RACK SURFACE

LARGE FLAT HEAD 
SCREWDRIVER IN
SPACE BETWEEN
VT-EXT AND RACK

PRY VT-EXT
OUT OF CLIP

CLIP
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NOTE:  To remove the VT-EXT 
use a large flat head screw-
driver close to the clip and 
carefully pry the unit up and 
out of the clip.


