
Control  & monitor AC outlets 
from  anywhere & anytime 
with internet connected
mobile phone, tablet 
or computer.

SP-1000 
SmartPLUG

SP-1000 SmartPLUG

PowerCONTROL & SmartENERGY 

The new award-winning BlueBOLT® 

SP-1000 delivers the benefits of 

systems management to any outlet 

anywhere in the home. Up to 32

SP-1000’s can attach to our BB-ZB1  

GateWay to instantly distribute the 

benefits of systems management 

far from the system rack.*  



BB-ZB1 Gateway 

SP-1000 requires BB-ZB1 (sold separately). 
Provides wireless networking for 
multiple SP-1000 units (up to
32) via a standard BlueBOLT® 
account from any web 
enabled device.*

SP-1000 SmartPLUG

Indicator Lights 
 • Power On/Off  
       • Network Connection Status

2 Outlets - Front and Bottom. Both outlets 
are either ON or OFF at the same time. The 
front outlet can accommodate transformer or 
“wall wart” types of plugs. The bottom outlet 
is ideal for low profile installations such as 
behind a piece of furniture or appliance.

Thin Profile
Only 1.25 in. 

Power and 
Join Network 
Button

Specifications

RF / ZigBee® 
 • ZigBee®/802.15.4 Radio
 • 2.405-2.475 GHz, unlicensed ISM band

Electrical Ratings
Line Voltage________________ 120 Vac, 60Hz
Current Rating______________________12 A

BB-ZB1

ADVANCED POWER & ENERGY MANAGEMENT

1800 S. McDowell Blvd., Petaluma, CA 94954 • 800-472-5555
©2013 Core Brands LLC.  BlueBOLT is a US registered trademark of Core Brands LLC, a Subsidiary of Nortek, Inc.

www.mybluebolt.com

BRING BlueBOLT® HOME - REMOTE POWER CONTROL AND ENERGY MANAGEMENT TECHNOLOGY

Measurements, Weights, Quantities and UPC’s
  Measurements (Inches)   Weights   Qty.   UPC

Individual Box 2.6  x  3.42  x  6.6   0.42 lb     1   0-50616-008907
Inner Pack 4.2  x  8.83  x 10.8   2.75 lbs.    6 30-050616-008908
Master Pack 9.6  x 11.5  x 18.5            12.3 Lbs.  24 50-050616-008902

Features

PowerCONTROL & SmartENERGY 

*15 device limit recommended per BB-ZB1 Gateway. BB-ZB1 Gateway supports up to 32 devices, however performance may vary when 
exceeding 15 devices depending on environmental conditions and RF traffic. Multiple Gateways may be used to expand the network.


