
Ophit	UVC-300	HDMI/VGA	to	DVI/VGA/S-video	or	Composite	Converter
Connector	:	

Input	:	HDMI(female)	x	1
Output	:	DVI	24Pin(female)	x	1,	D-sub(female)	x	1
S-video(female)	x	1,	Composite(BNC	x	1,	RCA	x	1)

Supporting	Resolution
Input	:	1024x768@50/60Hz	1280x1024@50/60Hz	1920x1080@50/60Hz
Output	:	DVI	:	1024x768@50/60Hz,	1280x1024@50/60Hz,	1920x1080@50/60Hz					(Convert	and	Bypass)	
D-Sub:	1024x768@50/60Hz,	1280x1024@50/60Hz,	1920x1080@50/60Hz					(Convert	and	Bypass)	
S-video	:	NTSC-M	or	PAL-BGHI	(Crop	Image)

Power	Consumtion	:	9W	(Max)
Power	Supply	:	100-240	V	50-60Hz,	DC	12V,	2.5A
Dimensions	:	200mm(W)	x	137mm(D)	x	30mm(H),	Tolerance:	±	0.1mm
Operating	Temperature	Range	:	0°C	~	45°C
Storage	Temperature	Range	:	-10°C	~	70°C


