Video Bandwidth: 300Mbps/10.2Gbps
Input Ports:
o HDMI
o Optical
o 3.5mm Mini-jack
o Mini-USB (Manufacturer use only)
Output Port: HDMI
Audio Sampling Rates HDMI: Up to 192kHz
S/PDIF (Optical): Up to 192kHz
HDMI Audio Formats: LPCM 2/5.1/7.1CH, Dolby Digital 2~5.1CH, DTS 2~5.1CH, Dolby Digital Plus,
Dolby TrueHD & DTS-HD Master Audio
Optical Audio Formats: LPCM 2CH, Dolby Digital 2~5.1CH & DTS 2~5.1CH L/R Audio Format Analog
Stereo 2CH
HDMI Cable I/0 Distance: 49ft/15M (1080p@8-bit), 32ft/10M (1080p@12-bit), 32ft/10M (4K2K)
Power Supply: 5V/1.2A DC ( US/EU standards, CE/FCC/UL certified)
ESD Protection Human body model:
o 18KV (air-gap discharge)
o 16kV (contact discharge)
Dimensions (WxDxH): 3.3 x 3.4 x 1.3 in (85 x 87.5 x 34mm)
Weight: 3.6 0z / 102g
Chassis Material: Plastic
Color: White
Operating Temperature: 0°C~40°C / 32°F~104°F
Storage Temperature: —20°C ~ 60 ‘C/-4°F ~ 140°F
Relative Humidity: 20 ~ 90 % RH (non-condensing)
Power Consumption: 2.37 W



