
A-NeuVideo	ANI-HDFLIP	2x4	4K60Hz	18Gbps	HDMI	Video	Wall	with	180	Degree	Rotation
HDCP	Compliance:	HDCP	2.2	and	HDCP	1.4
RS-232:	57600	baud	rate,	8	data	bits,	1	stop	bit,	no	parity
Input	Video	Formats	Supported:	4096x2160p@24/25/30/50/60Hz,	3840x2160p@24/25/30/50/60Hz,	1080p	@24/25/30/50/60Hz,
1080i@50/60Hz	1920x1200@60Hz,	1680x1050@60Hz,	1600x1200@60Hz,	1440x900@60Hz,	1400x1050@60Hz,	1366x768@60Hz,
1360x768@60Hz,	1280x1024@60Hz,	1280x960@60Hz,	1280x800@60Hz,	1024x768@60Hz,	1280x720p@50/60Hz
Audio	Format:	2.0	channel,	5.1	channel,	LPCM,	Dolby,	AC3,	DTS
Power	Consumption:	25W	max
Supply	Voltage:	+12V/3A
Operating	Temperature	Range:	0	to	+40°C	(+32	to	+104	°F)
Operating	Humidity	Range:	10	to	50	%	RH	(non-condensing)
Dimensions	(LxWxH):	8.6	x	5.75	x	1.7	in	(218x146x43mm)
Weight:	4.4	lbs	/	2kg


