
INPUTS
 On a USB type–C connector1 DP Alt Mode & PD 2.0 USB-C 3.2:

OUTPUTS
 On an RJ–45 connector1 HDBT:

PORTS
 On a 3.5mm mini jack connector1 IR:

 On a 3–pin terminal block connector1 RS-232:

EXTENSION LINE
 At 4K @60Hz (4:2:0)Up to 40m (130ft):
 At full HD (1080p @60Hz 36bpp)Up to 70m (230ft):

 HDBaseT 1.0Compliance:
 When using Kramer HDBaseT cablesNote:

VIDEO
 10.2Gbps bandwidth (3.4Gbps per graphic channel)Max Data Rate:
 4K UHD @60Hz (4:2:0) 24bppMax Resolution:

 HDCP 2.2 signals pass–through complianceContent Protection:
 Deep color, x.v.Color™, lip sync, HDMI uncompressed audio channels, Dolby TrueHD, DTS–

HD, 2K, 4K, and 3D as specified in HDMI 2.08, 10, or 12–bit color depth, HDR10, HLG
HDMI Support:

EXTENDED RS-232
 300 to 115200Baud Rate:

CONTROL RS-232
 115200Baud Rate:

EXTENDED IR
 20kHz to 100kHz (bi–directional)Frequency:

POWER
 20V DC, 6ASource:

 3.3AConsumption:

ENCLOSURE
 DigiTOOLS® Type: AluminumSize:

 Convection ventilationCooling:

ENVIRONMENTAL CONDITIONS



 0° to +40°C (32° to 104°F)Operating Temperature:
 –40° to +70°C (–40° to 158°F)Storage Temperature:

 10% to 90%, RHL non–condensingHumidity:


