
Shinybow	SB-5548BNC	8x8	Composite	Video	Matrix	Switcher	w	Stereo	Audio	(BNC)
Type	of	AV	Switcher:	(8)	In	to	(8)	Out,	A/V	(Composite	Video-Audio)	Matrix	Switcher
Video	Support:	Video:	Composite	Video	0.5~1.0Vpp,	75Ohms,	(1)	BNC	connector
Audio	Support:	Stereo	Audio	(AR/AL),	Via	(2)	RCA	connector	(Color	Red/White)
Video	Bandwidth:	4450MHz	(-3db),	200mVp-p,	Higher	resolution	formats
Inputs:

Video:	(8)	Video	(Composite	Video)	use	BNC	connectors
Audio:	(8)	Audio	(Stereo	audio)	use	RCA	connectors

Outputs:
Video:	(8)	Video	(Composite	Video)	use	BNC	connectors
Audio:	(8)	Audio	(Stereo	audio)	use	RCA	connectors

Audio	Volume	Control:	Volume	Level	+0~+100	(+6db)
Audio	Balance	Control:	Balance	AR	+51~100,	AL	0~+50
Low	All	Hostile	Crosstalk:	-83db@5MHz
Gain	Control:	60MHz	0.1db	gain	flatness
Switch	Controls:

1x	Select	&	Function	buttons	on	front	panel	(Data	status	via	LCM	panel	show	out)
1x	IR	Remote	Controller	(switch	control)
1x	IR	External	port	(switch	control	via	3.5mm	OD	Jack)
1x	RS-232	series	interface	(switch	control)

Source	Status:	Input	status	LEDs	indicates	presence	of	a	live	signal
(23)	Function	Control	Keys:	1.ALL,	2.OFF,	3.RECALL,	4.ENTER,	5.MEMORY,	6.LOCK,	7.VOL/BAL,	8.Destination	button	1	thru	8,
9.Source	button	1	thru	8
Infrared	Frequency:	38	Khz
IR	External	Distance:	SB-100	IR	Receiver	support	~984	feet/300M	maximum
AV	I/O	Connector:	Video:	BNC/Audio:	RCA	connector
Dimensions	(WxDxH):	19	x	7.87	x	1.73	in	(482x200x44	mm)
Rack	Mount:	1RU	High	19	in	Rack	Mount	#1U-440L	(with	rack	mount)
Shipping	Weight:	3.25	Kg/7.2	lb
Safety	Approvals:	CE,	FCC,	RoHS,	REACH
Power	Supply:	DC12V/3A	(consumption	1750mA),	Use	Universal	Type	50/60Hz,	100~230	VAC


