
Vaddio	999-8240-000	AV	Bridge	Mini	HD	Audio/Video	USB	3.0	and	IP	streaming	Encoder

USB	3.0	Type	B Up	to	1080p/60
IP	Stream RTSP	or	RTMP	up	to	1080p/30
HDMI	Input Audio	and	video	up	to	3840x2160
POE IEEE	802.3af-2003	Standard	15.4W	Power	and	Network	Connectivity
RS-232 RS-232	RJ-45	Control	Port,	38,400	Baud	Rate,	Vaddio	ASCII	Command	Protocol

Control Browser-based	user	interface	for	configuration	and	administration,	front	panel	controls	for	IP	address	toggle,	power
reset,	and	factory	reset,	Telnet,	and	RS-232	for	external	controllers

Operating/Storage
Temperature 0°C	to	+40°C	(32°F	to	104°F),	20%	to	80%	Humidity

Dimensions/Weight Height	1.72	in	(4.4	cm);	Width	8.375	in	(21.3	cm);	Depth	6.0	in	(15.2	cm)

Audio	Inputs Stereo	USB,	Stereo	HDMI,	and	Two	Balanced	Mic/Line-Level	Inputs,	Impedance	10Kohm,	Phantom	Power	Available	(48
VDC,	10	mA)

Audio	Outputs Stereo	USB,	AAC	IP	Audio	Stream,	and	Two	Balanced	Line-Level	Outputs,	Impedance	<	50	Ohms
Audio	I/O	Matrix 6x5


