
Shinybow	SB-6320R	HDMI/IR/RS323/Ethernet/Audio	HDBaseT	Extender	(Receiver)	330ft
Type	of	Extender:	HDMI	signal	over	CAT5/5e/67	Cable	Transmitter
Video	Signals:

HDMI	with	Digital	Video	(TMDS)/Audio	.5~1.0vPP,	DDC5Vpp
DVI	up	to	1920x1200	resolution

Video:
HDMI	and	DVI	formats	for	1920x1200	resolution	up	to	3.4	Gbps
Digital	RGB	36bits	HDMI	TMDS	format	deep	color

Scan	Rate:	HDMI	Resolution	24Hz	&	60Hz
Audio	Signals:

DTS-HD	Master	Audio
Dolby	True-HD
Dolby	Digital	Plus,	etc..

Audio:	External	audio	3.5mm	for	use	with	DVI	input	only.
Support	HD	Resolution:	408p,	720p,	1080i/1080p
Scan	Rate	Accepted:	HDMI	Resolution	50Hz	and	60Hz
Control	Link:

IR	Emitter	(build	in	to	the	front	panel)
IR	Emitter	3.5mm	stereo	jack
IR	Receiver	3.5mm	stereo	jack
RS-232
Ethernet	2x	ports

IR	Infrared	Frequency:	38Khz
Extend	Distance:

CAT6/7	330	ft.	(100m)
CAT5e	200	ft.	(75m)
CAT5	100	ft.	(35m)

Dimensions	(LxWxH):	9.45	x	4.72	x	1	in	(240	x	120	x	25	mm)
Product	Weight:	2	lbs.
Power	Supply:	DC12V/2A	(consumption	1750mA	Max)
Universal	Switch	Type:	50/60Hz,	100~230	VAC	with	12VDC	2A	output
Ships	with	North	American	Power	Cord


