
BZBGEAR	BG-4K-VP44PRO	4x4	4K	UHD	Seamless	HDMI	Matrix	Switcher/Video	Wall
Processor/Multiviewer	over	Cat5/6/7	with	4	Receivers	Kit

Input	ports 4x	HDMI	Ports
Output	ports 4x	RJ45	Ports	and	4x	HDMI	Ports
Matrix	mode 4x4	seamless	switching
Video	wall	mode Multiple	video	wall	modes
Multi-viewer	mode Multiple	multi-viewer	modes
Video	Input	Connectors 4x	HDMI	Type	A,	19-pin,	female
Video	Output	Connectors 4x	RJ45	female	and	4x	HDMI	Type	A,	19-pin,	female
Bandwidth 18Gbit/s

Video	Format	Supported 4K	@	60Hz,YUV4:4:4	8bit
4K	@	30Hz/1080P/1080i/720P

Audio	Formats	Supported LPCM	2.0
HDCP	Compliant HDCP	2.2	and	HDCP	1.4
Power	Consumption 41	Watts	(Max)
Dimensions	(L	x	W	x	H) Matrix:	10	x	6.4	x	1.4in	[262	x	163	x	36mm]
Weight	(Main	Unit) Matrix:	5.97	lbs	[2710g]
Operating	Temperature	Range 23	to	+104°F	/	-5	to	+40°C
Storage	Temperature	Range -14	to	+140°F	/	-10	to	+60°C
Operating	Humidity	Range 5	to	90%	RH	(no	condensation)


