
A-NeuVideo	ANI-8MFS	8	Input	HDMI/VGA	Multi-Format	Scaler	Switch	with	Volume	Control
Input	Ports:

(3)HDMI
(3)	VGA	(15-pin	D-sub)
Component	Video
Composite	Video
(6)	3.5mm	Stereo	Audio
(4)	RCA	Stereo	Audio
IR	Extender	(3.5mm)
RS-232	(9-pin	D-sub)
IP	Control	(RJ45)
USB	(Service)

Output	Ports:
(2)	HDMI
VGA	(15-pin	D-sub)
Coaxial	Audio
3.5mm	Stereo	Audio

Input	Resolution:	Up	to	1080p/UXGA
Output	Resolution:	Up	to	1080p/WUXGA	(RB)
Power	Supply:	5	V/3	A	DC	(US/EU	standards,	CE/FCC/UL	certified)
Dimensions	(WxDxH):	17	x	7.2	x	1.9	in	(432x183x47mm)
Weight:	4.7lb/2140g
Chassis	Material:	Metal
Silkscreen	Color:	Black
Operating	Temperature:	0˚C~40˚C/32˚F~104˚F
Storage	Temperature:	−20˚C~60˚C/−4˚F~140˚F
Relative	Humidity:	20~90%RH	(non-condensing)
Power	Consumption:	11W


