
A-NeuVideo	ANI-23TCDTX	Analog	Stereo	Audio	985ft	(300M)	and	RS-232	over	CAT5e/6/7
Extender	(Transmitter)

Input	Ports:
L/R	(2-RCA)
RS-232

Output	Ports:
L/R	(2-RCA)
AUDIO-CAT

Audio	Formats:	Analog	Stereo	2CH
Output	Level	THD+N:	80dB
SNR:	95dB
Frequency	Response:	±3	dBFS/Vrms
Crosstalk:	-88dB
CAT	Cable	Distance:	~985ft/300M
Power	Supply:	12VDC/1.25A	(US/EU	standards,	CE/FCC/UL	certified)
ESD	Protection	Human	Body	Model:

±	6kV	(air-gap	discharge)
±	4kV	(contact	discharge)

Dimensions	(WxDxH):	4	x	4	x	1	in	(102x102x25mm)	/	4	x	4.6	x	1	in	(102x116.5x25mm)	Jack	Included
Chassis	Material:	Metal
Silkscreen	Color:	Black
Operating	Temperature:	0˚C~40˚C	/	32˚F~104˚F
Storage	Temperature:	-20˚C~60˚C	/	-4˚F~140˚F
Relative	Humidity:	20~90%	RH	(no	condensation)
Power	Consumption:	1.65W


