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AUDIO
OUTPUT

POWER VGA OUTPUT 

RJ45 
LINK INPUT

H & V SYNC
ACTIVITY

EQ

AUDIO
INPUT

FROM PC

USB POWER VGA INPUT 

RJ45 
LINK OUTPUT

H & V SYNC
ACTIVITY

• Extends VGA and audio signals up to 300 meters (1000 ft) - point to point
• Extends VGA and audio signals up to 180 meters (540 ft)*

• Maximum distance in a cascaded system is 900 meters (3000 feet)
• Maximum resolution 2048 x 1536 • Plug and play - no software required

* VGA-1-Es/Rs feature

VGA CATx Extenders / Receivers

VGA-1-E

LOCAL MONITOR OUT

VGA+AUDIO
COMBO IN

POWER

LOCAL AUDIO

EQUALIZER 
INDICATOR

LINK OUT

H & V SYNC
ACTIVITY

VGA-1-R

VGA OUT

POWER

AUDIO OUT

EQUALIZER 
INDICATOR

LINK IN

H & V SYNC
ACTIVITY

GAIN FOCUS

VGA-1-Es VGA-1-Rs

VGA-1-E
Single-port VGA Extender

VGA-1-R
Single-port VGA Receiver

VGA-1-Es
Single-port Short 

Distance VGA Extender with Audio

VGA-1-Rs
Single-port Short 

Distance VGA Receiver with Audio

V
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VGA-4-SE Front

VGA-4-SE Rear

LINK ACTIVITY

POWER
INDICATOR

RJ45 VGA 
OUTPUTS

POWER VGA
OUTPUT

VGA
INPUT

AUDIO OUT

VGA-8-SE Front

VGA-8-SE Rear

LINK ACTIVITY

POWER
INDICATOR

RJ45 VGA OUTPUTSPOWER VGA
OUTPUT

VGA
INPUT

AUDIO OUT

VGA-16-SE Front

VGA-16-SE Rear

LINK ACTIVITY

POWER
INDICATOR

RJ45 VGA OUTPUTSPOWER VGA
OUTPUT

VGA
INPUT

AUDIO OUT

VGA-1-Ra

VGA OUT

POWER AUDIO OUT

POWER 
INDICATOR

LINK IN

H & V SYNC
ACTIVITY

VGA-1-Ra
Single-port VGA Receiver with 

Auto-Equalization

VGA-4-SE
4-port VGA Splitter / Extender with Audio

VGA-8-SE
8-port VGA Splitter / Extender with Audio

VGA-16-SE
16-port VGA Splitter / Extender with Audio
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HDTV-VGA-2x1
HDMI / VGA Switch w/ VGA Output w/ Audio

VGA In

RGB Skew Adjustment

Power

VGA Out

DC 5V In
DC 5V Out

VGA In

VGA Out

VGA-SKEW-EQ

VGA-SKEW-EQ CABLE

VGA Tools

VGA-1x2 HDTV-VGA-2x1

EDID-L-V

HDMI INPUTVGA INPUT

VGA OUTPUT
AUDIO OUTPUT

AUDIO INPUT

VGA OUT VGA OUTVGA IN

VGA EDID EMULATOR EDID LEARNER

READ/WRITE STATUS LED

EDID-L-V
VGA EDID Learner

VGA-SKEW-EQ
VGA SKEW EQ / Corrector 

VGA-1x2
VGA 1x2 Splitter

VGA - Conv
VGA to DVI Converter

VGA INDVI OUT

9V DC

VD-Conv

V
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MODEL VGA-1-E VGA-1-R VGA-1-Es VGA-1-Rs VGA-1-Ra

DESCRIPTION Single-port VGA
Extender with Audio 
+ Monitor Output

Single-port VGA
Receiver with Audio

Single-port Short 
Distance

VGA Extender 
with Audio

Single-port Short 
Distance

VGA Receiver 
with Audio

Single-port VGA 
Receiver with 
Auto-Cable
Equalization

INPUTS 1 x VGA, 1 x Audio 1 x RJ45 1 x VGA, 1 x Audio 1 x RJ45 1 x RJ45

OUTPUTS 1 x VGA
1 x RJ45

1 x VGA
1 x Audio

1 x RJ45 1 x VGA
1 x Audio

1 x VGA
1 x Audio

MOUNT Magnetic Magnetic n/a n/a Magnetic

ADJUSTMENTS n/a Equalizer, Gain n/a Equalizer, Gain n/a

RESOLUTION 2048 x 1536 up to 330 meters (1000 feet) 2048 x 1536 up to 180 meters (540 feet)

DIMENSIONS 62 mm W x 113 mm D x 29 mm H Compact Compact 62 mm W x 113 
mm D x 29 mm H

POWER 5V from USB DC 5V 1000mA 5V from USB DC 5V 1000mA DC 5V 1000mA

MODEL VGA-4-SE VGA-8-SE VGA-16-SE VGA-1x2 HDTV-VGA-2x1

DESCRIPTION 4-port VGA 
Extender / Splitter 

with Audio +
Monitor Output

8-port VGA 
Extender / Splitter 

with Audio +
Monitor Output

16-port VGA 
Extender / Splitter 

with Audio +
Monitor Output

VGA 1x2 Splitter HDMI / VGA 2x1 
Switch with 
VGA output

INPUTS 1 x VGA 1 x VGA 1 x VGA 1 x VGA 1 x VGA

OUTPUTS 1 x VGA
4 x RJ45

1 x VGA
8 x RJ45

1 x VGA
16 x RJ45

2 x VGA 1 x VGA

MOUNT Rack Rack Rack 1 x VGA 1 x VGA

ADJUSTMENTS Equalizer, Gain Equalizer, Gain Equalizer, Gain 1 x VGA 1 x VGA

RESOLUTION 2048 x 1536 up to 330 meters (1000 feet)

DIMENSIONS 240 mm W x 130 mm D x 44 mm H 62 mm W x 113 mm D x 29 mm H

MODEL VGA-SKEW-EQ EDID Learner/
Writer

VGA EDID 
Emulator

EDID Learner/
Writer

VD-Conv

INPUT 1 x VGA 1 x VGA 1 x VGA 1 x VGA 1 x VGA

OUTPUT 1 x VGA 1 x VGA 1 x VGA N/A 1 x DVI

DIMENSION 67 mm W x 37 mm 
D x 24 mm H

Cable Compact 67 mm W x 37 mm 
D x 24 mm H

128 W x 75 D x 29 
H (mm)

POWER DC 9v 1000 mA DC 9v 1000 mA DC 9v 1000 mA DC 5V 1000mA

VGA Tools


