
1x4 VGA splitter w/ CATx Extenders (1,000ft/300m) 
(vga-SET-2 - vga-4-Se + 4 x vga-1-R)

• 1 x 4 VGA splitter with 4 Extenders + 4 Receivers Bundle
• Local VGA monitor output
• Audio extended becomes mono 
• Maximum distance in a cascaded system is 900 meters (3000 feet)
• Maximum resolution 2048 x 1536 
• Plug and play - no software required
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LINK ACTIVITY

POWER
INDICATOR

RJ45 VGA 
OUTPUTS

POWER VGA
OUTPUT

VGA
INPUT

AUDIO OUT

VGA-4-SE
4-port VGA Splitter / Extender with Audio

VGA OUT

POWER

AUDIO OUT

EQUALIZER 
INDICATOR

LINK IN

H & V SYNC
ACTIVITY

GAIN FOCUS

VGA-1-R
Single-port VGA Receiver

MODEL VGA-4-SE VGA-1-R
DESCRIPTION 1 x 4 VGA Splitter with video and audio

Extenders  + Local Monitor Output
Single port VGA

Receiver with Audio
INPUTS 1 x VGA, 1 x Audio 1 x RJ45

OUTPUTS 1 x VGA (local monitoring output)
4 x RJ45

1 x VGA
1 x Audio

MOUNT 1 RU Rackmount Magnetic

ADJUSTMENTS n/a Equalizer, Gain

RESOLUTION 2048 x 1536 up to 330 meters (1000 feet)

DIMENSIONS 240 W x 130 D x 44 H mm 62 W x 113 D x 29 H (mm)

POWER DC 5V 2A DC 5V 1000mA



• 1 x 8 VGA splitter with 8 Extenders + 8 Receivers Bundle
• Local VGA monitor output
• Audio extended becomes mono 
• Maximum distance in a cascaded system is 900 meters (3000 feet)
• Maximum resolution 2048 x 1536 
• Plug and play - no software required

VG
A
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1x8 VGA CATx Extenders (1,000 ft/ 300 m)
(VGA-sET-4 - Vga-8-SE + 8 vga-1-R)

VGA-1-R
Single-port VGA Receiver

LINK ACTIVITY

POWER
INDICATOR

RJ45 VGA OUTPUTSPOWER VGA
OUTPUT

VGA
INPUT

AUDIO OUT

VGA-8-SE
8-port VGA Splitter / Extender with Audio

VGA OUT

POWER

AUDIO OUT

EQUALIZER 
INDICATOR

LINK IN

H & V SYNC
ACTIVITY

GAIN FOCUS

MODEL VGA-8-SE VGA-1-R
DESCRIPTION 1 x 8 VGA Splitter with video and audio

Extenders  + Local Monitor Output
Single port VGA

Receiver with Audio
INPUTS 1 x VGA, 1 x Audio 1 x RJ45

OUTPUTS 1 x VGA (local monitoring output)
8 x RJ45

1 x VGA
1 x Audio

MOUNT 1 RU Rackmount Magnetic

ADJUSTMENTS n/a Equalizer, Gain

RESOLUTION 2048 x 1536 up to 330 meters (1000 feet)

DIMENSIONS 240 W x 130 D x 44 H mm 62 W x 113 D x 29 H (mm)

POWER DC 5V 2A DC 5V 1000mA



1x16 VGA splitter w/ CATx Extenders (1,000ft/300m) 
(vga-SET-5 - vga-16-Se + 16 x vga-1-R)

• 1 x 16 VGA splitter with 16 Extenders + 16 Receivers Bundle
• Local VGA monitor output
• Audio extended becomes mono 
• Maximum distance in a cascaded system is 900 meters (3000 feet)
• Maximum resolution 2048 x 1536 
• Plug and play - no software required
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VGA-16-SE
16-port VGA Splitter / Extender with Audio

VGA OUT

POWER

AUDIO OUT

EQUALIZER 
INDICATOR

LINK IN

H & V SYNC
ACTIVITY

GAIN FOCUS

VGA-1-R
Single-port VGA Receiver

MODEL VGA-4-SE VGA-1-R
DESCRIPTION 1 x 16 VGA Splitter with video and audio

Extenders  + Local Monitor Output
Single port VGA

Receiver with Audio
INPUTS 1 x VGA, 1 x Audio 1 x RJ45

OUTPUTS 1 x VGA (local monitoring output)
16 x RJ45

1 x VGA
1 x Audio

MOUNT 1 RU Rackmount Magnetic

ADJUSTMENTS n/a Equalizer, Gain

RESOLUTION 2048 x 1536 up to 330 meters (1000 feet)

DIMENSIONS 240 W x 130 D x 44 H mm 62 W x 113 D x 29 H (mm)

POWER DC 5V 2A DC 5V 1000mA




