
Shinybow	SB-3702	1x9	Composite	Video	Splitter
9-WAY	SHINYBOW	COMPOSITE	VIDEO	DISTRIBUTION	AMPLIFIER.	Model:	SB-3702

SB-3702	is	a	compact	composite	video	distribution	amplifier	which	supports	1	input	and	9	outputs.	Ideal	for	distributing	video	signals	from
DVD,	video	game	console,	satellite	receiver,	Cable/Satellite	Box,	etc.	to	up	to	9	screens.	Shinybow	composite	splitter	is	designed	to	support
high	resolution	video	for	up	to	200ft	output	cable	runs.

Features:

Maintains	high	resolution	video	signal	over	long	distance	output	cables
All	Outputs	are	mirrored
Buffered	Input	and	amplified	outputs
SB-3702	will	support	high	resolution	video	signal	up	to	200ft
Gold	plated	RCA	jacks
Supports	Pal	and	NTSC	signals
Wall/Desk	mountable

Specifications:

Video	Amplifier	Bandwidth:	110	MHz
Inputs:	1	x	RCA	(female)
Outputs:	9	x	RCA	(female)
Input	DDC	Signal:	12v	300mA
Supporting	Formats:	Composite	Video
Scan	Rate:	50Hz/60Hz
Dimensions	(L	x	W	x	H):	4.33	x	3.14	x	1	(inch)
Wall/Desk	Mountable
Shipping	Weight:	2	lbs.

Package	Includes:

1x9	Composite	Video	Distribution	Amp
12V	External	Power	Supply
Instruction	manual

	


